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FloorTech® Inc.
Floor Maintenance Guide
Since 1984, FloorTech® Inc. has been providing equipment, coatings and services to help maintain industrial
floors. Our commitment to quality at all levels helps us assure you years of satisfaction with your new floor.
_______________________________________________________________________________________

Maintenance Information
Maintenance Guidelines
Proper maintenance will increase the life and maintain the great looking appearance of your FloorTech® floor.
The frequency of maintenance will depend on your work environment and the amount of dirt and soilage that
accumulates on your floor. Dirt and dust are abrasive and will dull the finish and decrease the life of your
coating, and harsh liquids may stain and damage the finish.
We recommend you develop a regular floor care program to include the following tops:

DO:
…sweep your floor daily with a broom or mechanized cleaning equipment.
…scrub your floor at least once a week using the correct brush and detergent.
…clean spills before they have a chance to damage the finish.
…place walk off mats near entry ways to minimize dirt and moisture tracking.
…repair any large gouges or scratches promptly.

DON’T:
…slide heavy objects across the floor.
…drop heavy or pointed items on the floor.
…allow spills to remain on the floor.
…use abrasive bristle brushes and caustic cleaning solutions on the coating as this dulls the surface.

Product Information
Epoxy and Urethane are chemical formulations when applied to a clean, smooth concrete surface; provide a
durable, protective coating enhancing the appearance and safety of the work place environment. Since these
products provide a wear surface by remaining on the top surface of the floor, they provide a smooth, non-porous
coating which is easier to clean than regular porous concrete.
When dealing with existing, damaged floors, the cracks and holes are often first repaired with an epoxy based
resurfacer - troweling to level cracks and holes. This leaves a smooth surface, resistant to wear, now easier to
clean, suitable for urethane and epoxy coatings.
Chemical resistant urethanes are used in chemically harsh environments where they provide a durable coating
and high gloss, in addition to chemical and UV resistance.
Although these products do protect your concrete, they may be damaged by scratching, gouging or chemical
spillage. Periodically, the coating must be renewed in high traffic areas to maintain the protection and shine.
Regular renewal also prolongs the life of the coating and delays the need for complete restripping. Ask your
sales representative for recommended recoat urethanes.

Maintaining Your Coated Floors
Due to the non-porous nature of a coated floor, it requires less detergent and maintenance than uncoated floors.
However, a routine cleaning program that includes sweeping and scrubbing should be implemented to extend
the life of your coating. Listed below are suggestions that will help remove abrasive dirt and soil buildup which
can take the luster from a new coating system and reduce time between recoats.

Sweeping
1. Floors should be swept daily to prevent loose dirt buildup. A mechanized sweeper is recommended as
the vacuum system will remove fine debris left that may scratch the surface.
2. If a mechanized sweeper is used, a soft bristle brush is recommended. Stiff or wire impregnated brushes
may scratch the coating causing it to lose gloss.

Scrubbing
1. The floor maintenance program depends on the amount and type of soil generated into the facility.
However, all floors should be scrubbed at least weekly. High traffic areas such as aisle ways and
loading docks should be scrubbed daily.
2. Areas where dirt, oil and grease are generated should be contained and may require additional cleaning.
Any liquid spill may become a safety hazard and should be cleaned immediately.
3. All floors should be swept prior to scrubbing to prevent debris from being ground into the coating. The
cylindrical brush type sweeper/scrubbers are not recommended as debris is allowed to pass through the
scrubbing compartment prior to being placed into the debris tray. Scrub brushes should be a soft, nylon
bristle to prevent scratching.
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4. For light duty cleaning, a general purpose degreaser may be used. FloorTech® FT 252 Topcoat
Cleaner/Degreaser has been specially formulated to clean without leaving the residue of most industrial
cleaners.

Spills
All spills are a safety hazard and should be removed immediately.
Spills of caustics, acids and solvents should be cleaned immediately to prevent damage to your floor coating
system. Harsh liquids allowed to remain on the floor may soften, discolor or completely remove a coating or
sealer. If chemicals are prevalent in your work area, consult your FloorTech® representative for a guide to the
chemical resistance properties of your coating system.
Condition: Grease, oil or chemical spills should be contained and removed as they may be tracked into
adjoining areas.
Solution:

To clean, follow the steps below:
a.

Wipe in a circular motion working to the center. Avoid spreading the spill.

b. Pretreat the area with a high alkaline detergent or citrus-based product.
c.

Agitate and rinse.

d. Dispose of chemical spill waste according to local, state and federal regulations.

Stain Prevention and Removal
Grease, oil and chemicals allowed to remain on the coating surface over 24 hours may result in embedded
stains. If stains occur, begin removal with a mild solution and progress to stronger removers until the stain
disappears. For your protection, always wear rubber gloves and protective eyewear when working with
chemicals.
Condition: Grease and oil stains.
Solution: Pretreat area with a high alkaline industrial detergent, scrub with a stiff bristle brush, then follow
daily scrubbing procedure (see Scrubbing section).
Condition: Dried spills and stubborn stains.
Solution:

To clean follow the steps below:
a.

If the spill has dried, use a plastic blade or tool to remove residue, taking care not to scratch the
coating surface.

b. Wet a clean cloth with ammoniated household cleaner and wipe the stained area
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c.

If stain persists, wet a clean cloth with citrus-based solvent cleaner and wipe the stained area.

d. If the stain remains, try lightly abrading the surface with 300 sanding screen taking care not to
remove the topcoat.

Scratches & Gouges
Avoid scraping and sliding heavy equipment, pallets or sharp objects across the floor, as this may cut and gouge
your coating system.

Scratches & Gouges continued…
Condition: Scrapes and gouges in the coating.
Solution:

To repair damaged areas, follow these steps
a.

Clean the area of grease, oil or soilage using a high alkaline detergent.

b. Tape the area around the scratch or gouge with masking tape.
c.

Abrade surface by hand using 100 grit sandpaper until smooth.

d. Rinse well and allow to dry.
e.

Repair damaged area using original coating material following manufacturer’s instructions.

f.

Remove tape and allow to dry.

Detergents
FloorTech® FT 250 Heavy Duty Detergent is a highly concentrated alkaline degreaser formulated to remove
heavy oil, grease and animal fat. This detergent is designed to include low foaming emulsifiers and degreasing
builders in a high concentration and is compounded to maintain high alkalinity throughout various dilutions.
FloorTech® FT 251 Topcoat Cleaner is an all purpose floor cleaner designed for use in automatic scrubbing
machines. Its controlled sudsing action quickly removes dirt, grease and grime leaving the surface film free. It
is non-corrosive and non-flammable. The superior soil penetration and retention allows it to be used at a very
low cost per gallon. This is an ideal cleaner for use on urethane and epoxy flooring surfaces.
Ensure your floors are maintained correctly by using FloorTech, Inc.’s high quality cleaning products. Contact
your sales representative or send your e-mail request to floortech@floortechinc.com to place your order!

______________________________________________________
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Cleaning Instructions for your Natural Polished Concrete Floors
Chemicals and Cleaners




Polished concrete floors should be cleaned with a Neutral pH cleaner such as TWISTER™ Diamond
Cleaning System CLEANER. This product should be diluted down to 3oz to 10 gallon of warm water.
The application of the cleaner can be with a mop or automatic scrubber. When using an autoscrubber,
make sure that the equipment is in good working order and combine with the TWISTER™ Cleaning
Program which best suits your needs.
Cleaning schedules for your floor will vary with the amount of traffic you have in your facility. A good
average should be to clean the floor 2 times a week with the system mentioned above. Dust mop or wax
based sweeping compound between wet scrubbing.

Things to remember about Polished Concrete Floors





Concrete, polished or not, will react with any thing that is caustic or Acidic. This is why we recommend
the HTC Superfloor Cleaner with its neutral pH level. Harsh cleaners with very high or very low pH
levels can harm the polish over time.
De-icing Salts or Road Salt has always been a problem with deteriorating concrete roads and bridges.
This chemical reaction will still happen with your polished concrete floor. Walk Off floor mats are
recommended for entry ways to help alleviate this problem with the help of a good and regular cleaning
system.
The use of Polish Guard can help resist this type of etching/deteriorating of polished concrete. May
need to be re-applied every 1-2 years in very high traffic environments.

Spilling and Staining





There are two types of spills/stains to be aware of.
First you have a Reactive spill like orange juice or ketchup, basically any fruit based product with an
Acidic base or value. This type of spill can actually etch the surface of your polished concrete if not
cleaned up in a timely manner.
Second you have a penetrating spill like red wine or motor oil. The penetrating type is more mechanical
than a chemical reaction like the first type mentioned. It actually attaches its self to the pore walls of the
concrete leaving a dark or colored spot. Again this can be helped if cleaned up in a timely fashion.
The use of HTC Stain Guard will help resist penetrating stains buying you more time to clean up the
spill. May need to be re-applied once a year for high traffic areas.

5

